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AIP74AVCH2T45
2-bit Dual Supply Translating
Transceiver;3-state

Product  Specification

Specification Revision History:

Version Date Description
2019-04-A1 2019-04 New
2021-09-A2 2021-09 Add packaging information TSSOP8
2021-12-A3 2021-12 Modify ordering information

Modify ambient temperature to -40°C~+105°C and add electrical

2022-02-A3 2022-02 o
characteristics of -40°C~+105C
2022-03-A4 2022-03 Modify ordering information note 1
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1. General Description

The AiIP74AVCH2T45 is a dual bit, dual supply transceiver that enables bidirectional level translation. It
features two data input-output ports (nA and nB), a direction control input(DIR) and dual supply pins
(Veen) and Veegs))- Both Vega) and Veeg) can be supplied at any voltage between 0.8V and 3.6V making
the device suitable for translating between any of the low voltage nodes (0.8V, 1.2V, 1.5V, 1.8V, 2.5V and
3.3V). Pins nA and DIR are referenced to Vcc(a) and pins nB are referenced to Vecg). A HIGH on DIR
allows transmission from nA to nB and a LOW on DIR allows transmission from nB to nA.

The device is fully specified for partial power-down applications using lorr. The loer circuitry disables the
output, preventing any damaging backflow current through the device when it is powered down. In
suspend mode when either Vcca) Or Ve are at GND level, both A and B are in the high-impedance
OFF-state.

The AiP74AVCH2T45 has active bus hold circuitry which is provided to hold unused or floating data
inputs at a valid logic level. This feature eliminates the need for external pull-up or pull-down resistors.

Features:
® \Wide supply voltage range:
Veeeay: 0.8V to 3.6V
Vece): 0.8V to 3.6V
® Maximum data rates:
500Mbps (1.8V to 3.3V translation)
320Mbps (<1.8V to 3.3V translation)
320Mbps (translate to 2.5V or 1.8V)
280Mbps (translate to 1.5V)
240Mbps (translate to 1.2V)
Suspend mode
Bus hold on data inputs
Inputs accept voltages up to 3.6V
lorr Circuitry provides partial Power-down mode operation
Specified from -40°C to +105°C
Packaging information: TSSOP8/VVSSOP8
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Ordering Information:

Reel packing specifications:

Packaging | Markin Reel Boxed
Part number ging g . reel Notes
form code quantity .
quantity
Dimensions of plastic
: 6000 6000 enclosure:
AIP74AVCH2T45TA8. TR | TSSOPS8 CGXX
PCS/reel | PCS/box | 3.0mm>3.0mm
Pin spacing:0.65mm
Dimensions of plastic
; 3000 3000 enclosure:
AIP74AVCH2T45YA8. TR | VSSOPS8 CGXX
PCS/reel | PCS/box | 2.0mm>2.3mm

Pin spacing:0.50mm

Note 1: “XX” refers to variable content, meaning year and package batch serial number.
Note 2: If the physical information is inconsistent with the ordering information, please refer to the actual

product.
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2~ Block Diagram And Pin Description
2.1, Block Diagram

DIR | >

—Og ol | 18
2A—|3 > E:H
—Og <] 61 28
Vcea) Vcce(B)
Figure 1. Logic symbol
DR | [>
1A—
— 1B
2|+ >
Eg -
Vcce(A) VcC(B)
Figure 2. Logic diagram
2.2+ Pin Configurations
Veew| 1 Q 8 |Vce)
1A 2 (7 /1B
2A[ 3 6| 28
GND/| 4 | |5 | DIR
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2.3+ Pin Description

Pin No. Pin Name Description
1 Veen) supply voltage port A and DIR
2 1A data input or output
3 2A data input or output
4 GND ground (0 V)
5 DIR direction control
6 2B data input or output
7 1B data input or output
8 Veee) supply voltage port B

2.4, Function Table
H = HIGH voltage level; L = LOW voltage level; X = don’t care; Z = high-impedance OFF-state.

Supply voltage Input Input/output™
Veemy, Veos) DIRM nA nB
0.8V to 3.6V L nA=nB input
0.8V to 3.6V H input nB=nA
GND¥! X z Z
Note:

[1] The input circuit of the data 1/O is always active.
[2] The DIR input circuit is referenced to Vcca).
[3] If at least one of Vc(a) Or Ve is at GND level, the device goes into suspend mode.

3. Electrical Parameter

3.1, Absolute Maximum Ratings
(Voltages are referenced to GND (ground=0V), unless otherwise specified.)

Characteristic Symbol Conditions Min. Max. Unit
Supply Voltage A Ve - -0.5 +4.6 V
Supply Voltage B Vcem) - -0.5 +4.6 \%

input clamping current Lk V<0V -50 - mA
Input Voltage V, - -0.5 +4.6 Vv
output clamping current lok V<0V -50 - mA

outout voltage v Active mode! I 0.5 | Veeo 0.5 Vv

P g ° Suspend or 3-state mode™ 0.5 +4.6 Vv
output current lo Vo=0V 10 Vcco - 50 mA
supply current lec lcca) OF lecm) - 100 mA
ground current lenp - -100 - mA

Storage Temperature Tetg - -65 +150 C
total power dissipation Piot Tamp=-40°C to +85°CH - 250 mwW
Soldering Temperature TL 10s 250 T

Note:

[1] The minimum input voltage rating and output voltage ratings may be exceeded if the input and output
current ratings are observed.

[2] Vcco is the supply voltage associated with the output port.

[3] Vccot0.5V should not exceed 4.6V.
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[4] For TSSOP8 package: above 55°C the value of Py derates linearly at 2.5mW/K.
For VSSOP8 package: above 110°C the value of Py derates linearly with 8mW/K.

3.2, Recommended Operating Conditions

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
supply voltage A Veen) - 0.8 - 3.6 V
supply voltage B Veee) - 0.8 - 3.6 V

input voltage V| - 0 - 3.6 V
Active mode™ 0 - Veco Vv
output voltage \Y/
P g ° Suspend or 3-state mode 0 - 3.6 V
ambient temperature Tamb - -40 - +105 C
Input transition rise | g\ Veai=0.8V 10 3.6V . . 5 | nsiv
and fall rate
Note:
[1] Vcco is the supply voltage associated with the output port.
3.3+ Electrical Characteristics
3.3.1. DC Characteristics 1
(Tamp=25°C, voltages are referenced to GND (ground=0V), unless otherwise specified)!/?
Parameter Symbol Conditions Min. | Typ. | Max. | Unit
HIGH-level output _ lo=-1.5mA; 4 i
voltage Vou ViEVik or Vi VCC(A):VCC(B):O.SV 0.69 v
LOW-level output _ lo=1.5mA; i i

voltage Vou VizVikor Vi VCC(A)=VCC(B):O.8V 0.07 v
input leakage DIR input; V=0V or 3.6V; i

current h Veew=Veee=0.8V 10 3.6V #0025 | #0.25 | uA
bus hold LOW

current L V,=0.42V; Veom=Veee=1.2VE - 26 - uA

bus hold HIGH

current lsHH V,=0.78V; Vem=Vece=1.2VH - -24 - uA
bus hold LOW | V=GND to Vcci; i 28 i UA

overdrive current B Veew=Veer=1.2VF
bus hold HIGH I V|: GND to VCCI; _ 26 _ uA
overdrive current BHHO Veew=Veer=1.2V"Y
OFF-state output A or B port; Vo=0V or Vcco; )
current loz VCC(A)=VCC(B)=O.8V to 3.6V[7] #0.5 2.5 uA
A port; V| or Vo=0V to 3.6V;
- #).1 + UA
power-off current | Veewy=0V; Veee)=0.8V to 3.6V
leakage OFF - = :
g B po[t, V.. or Vo _OV to0 3.6V; i 401 " UA
VCC(B)—OV, VCC(A)—O.8V to 3.6V
. . DIR input; V=0V or 3.3V,
input capacitance C - 1.0 - F
put cap I Veew=Veer=3.3V P
. A and B port; Suspend mode;
I(I;]appuat(/:(l)tl;t]pclg C|/o V0=Vcco or GND, - 4.0 - pF
Veew=Veer=3.3V
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Note:

[1] Vcco is the supply voltage associated with the output port.
[2] Ve is the supply voltage associated with the data input port.
[3] The bus hold circuit can sink at least the minimum low sustaining current at ;. max.

IgnL should be measured after lowering V, to GND and then raising it to V,_ max.

[4] The bus hold circuit can source at least the minimum high sustaining current at V4 min.
Igny should be measured after raising V, to V¢ and then lowering it to V4 min.
[5] An external driver must source at least Iz o to switch this node from LOW to HIGH.

[6] An external driver must sink at least Igno to switch this node from HIGH to LOW.

[7] For 1/O ports, the parameter 1oz includes the input leakage current.

3.3.2. DC Characteristics 2
(Tams=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified)!

Parameter | Symbol Conditions Min. Typ. Max. Unit
VCC|:O.8V O.?OVCU - 4 Vv
. Vcei=1.1V to 1.95V 0.65V¢cy - - Vv
data input Vea=2.3V 10 2.7V 16 i i Y,
H'?{%ﬂfve' y Veo=3.0V t0 3.6V 2 - - Y,
IH _
volage . NDL (R
=1.1Vto 1. . - -
DIR input CCA) CCA)
P Veow=2.3V 10 2.7V 16 i i Y
VCC(A):?).OV to 3.6V 2 - - Vv
Vcc|:0.8v - - O.3OVCC| \Y
. Vce=1.1V to 1.95V - - 0.35V¢q Vv
data input Vee=2.3V 10 2.7V - - 0.7 v
Loi‘:]"p‘L'ﬁ"e' ¥ Veo=3.0V t0 3.6V - - 0.9 Y,
IL
volage Veemrotey T T Toweat
=1.1Vto 1. - - .
DIR input ceir) el
< Veew=2.3V 10 2.7V i i 0.7 Y
VCC(A):3.OV to 3.6V - - 0.9 Vv
lo=-100UA;
Vee@w=Veer=0.8V to 3.6V Veco 0.1 i i v
lo=-3mA;
’ 0.85 - - Vv
VCC(A):VCC(B):l-lv
lo=-6mA;
- ' 1.05 - - Vv
HIGH:-level V=V, or Veewy=Veee=1.4V
output VoH
volta Vi lo=-8 MA;
ge 1.2 - - Vv
VCC(A):VCC(B):l-GSV
lo=-9mA;
' 1.75 - - Vv
Veew?=Veee=2.3V
lo=-12mA,;
' 2.3 - - Vv
VCC(A):VCC(B):3-OV
10=100uUA;
. ’ - - 0.1 Vv
LOW-level V=V or Vcc(A):Vcc(B)ZO.SV to 3.6V
output VoL
volta VIL |o:3mA,
ge - - 0.25 Vv
VCC(A)=VCC(B)=1-1V
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lo=6mA;
! - 0.35 Vv
VCC(A):VCC(B):1-4V
10=8mA;
’ - 0.45 Vv
VCC(A)=VCC(B)=1-65V
1o=9MA,;
’ - 0.55 Vv
VCC(A)=VCC(B)=2-3V
10=12mMA;
’ - 0.7 Vv
Veerwy=Veee=3.0V
input : N/ — .
DIR input; V=0V or 3.6V;
leakage | - H UA
Curre%t ! VCC(A)=VCC(B)=0-8V to 3.6V
V,=0.49V;
’ 15 - uA
VCC(A):VCC(B):1-4V
V,=0.58V;
bus hold a Veew=Vece=1.65V 25 - UA
LOW lgHL A or B port — :
current Vi=0.70V; 45 4 uA
VCC(A):VCC(B):2-3V
V,=0.80V; )
Veewy=Veee=3.0V 100 uA
V,=0.91V;
’ -15 - uA
VCC(A):VCC(B)=1-4V
V,=1.07V;
bus hold a Veew=Veoe=1.65V -25 - uA
HIGH lgHH Aoerort _ -
current Vi=1.60V; -45 - UuA
VCC(A)=VCC(B):2-3V
V,=2.00V;
’ -100 - uA
VCC(A):VCC(B):3-OV
bus hold VCC(A):VCC(B):l-GV 125 - uA
LOW [5] VCC(A):VCC(B):1-95V 200 - uA
overdrive leno | AorB port Veew=Veew=2.7V 300 - UA
current VCC(A):VCC(B):3-6V 500 - uUA
bus hold VCC(A):VCC(B):]--GV -125 - uA
HIGH [6] VCC(A):VCC(B):1-95V -200 - UA
. | AorB
overdrive BHHO or B port VCC(A):VCC(B):2-7V -300 - UA
current Veeny=Veee)=3.6V -500 - UA
OFFstate A or B port; Vo=0V or Vcco;
output loz Vee@w=Veee=0.8 to 3.6V ) = “A
current cerwveeE T '
A port; V| or Vo=0V to 3.6V; ) UA
pIOWIiI'-Off | VCC(A)=0V; VCC(B)=O.8V to 3.6V
eakage
curre?wt OFF B port; V, or Vo=0V to 3.6V; ) UA
VCC(B):OV; Vcc(A):O.SV to 3.6V
. VCC(A)=O.8V to 3.6V, _
suopl A port; Veem=0.8V to 3.6V 8 UA
pply - . (B)
current lec Vi=0V or Veey; =3.6V:
IOZOA VCC(A)__' V! _ 8 UA
Veee)=0V
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Veeny=0V;
-2 - - UA
VCC(B):B.GV
Vcc(A):_O.SV to 3.6V; _ _ 8 UA
VCC(B)—O.BV to 3.6V
B port; _ .
V=0V or Vg, VCC(A)‘E"GV' -2 - - UA
lo=0A Veoe=0V
Veew=0V,
- - 8 UA
VCC(B)=3-6V
A plus B port (Iccaytlece);
10=0A;V,=0V or Vcc;; - - 16 uA
VCC(A)=0.8V to 3.6V;VCC(B)=O.8V to 3.6V
Note:
[1] Vcco is the supply voltage associated with the output port.
[2] V) is the supply voltage associated with the data input port.
[3] The bus hold circuit can sink at least the minimum low sustaining current at ;. max.
IgHL should be measured after lowering V, to GND and then raising it to V,_ max.
[4] The bus hold circuit can source at least the minimum high sustaining current at V4 min.
IgnH should be measured after raising V, to V¢ and then lowering it to V4 min.
[5] An external driver must source at least Iz o to switch this node from LOW to HIGH.
[6] An external driver must sink at least IgyHo to switch this node from HIGH to LOW.
[7] For 1/O ports, the parameter oz includes the input leakage current.
3.3.3+ DC Characteristics 3
(Tams=-40°C to +105°C, voltages are referenced to GND (ground=0V), unless otherwise specified)™?
Parameter | Symbol Conditions Min. Typ. Max. Unit
VCC|:O.8V 0-7OVCCI - - Vv
. Vcei=1.1V to 1.95V 0.65V - - \Y
n
OatgRut Vee=2.3V 10 2.7V 16 - - Y,
H'?{%ﬂfve' v Vee=3.0V 0 3.6V 2 - - Y,
voltage " Veew=0.8V 0.70Vee) | - - \Y
. Veem=1.1V to 1.95V 0.65Vcca - - V
DIR input
P Vecw=2.3V 10 2.7V 16 i i Y
VCC(A):3.OV to 3.6V 2 - - Vv
Vci=0.8V - - 0.30Vcc V
. Vcei=1.1V to 1.95V - - 0.35Vcc V
data input Vee=2.3V 10 2.7V - - 0.7 v
LO;:]VF;EVE" v Vear=3.0V 10 3.6V i i 0.9 Vv
voltage y Veea=0.8V - - | 030Veew |V
. VCC(A):l.IV to 1.95V - - 0-35VCC(A) Vv
PIRINPU ) o w=2.3V 10 2.7V i i 0.7 Y
Veen=3.0V to 3.6V - - 0.9 V
lo=-100UA;
- ’ Vceo-0.1 - - \Y
HIGH-level V=V or VCC(A)=VCC(B)=O.8V to 3.6V cco
output Vou
voltage Vie lo=-3mA;
0.85 - - \Y
Veew=Veer=1.1V
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lo=-6mA,
' 1.05 - - V
VCC(A):VCC(B):1-4V
10=-8 MA;
; 12 - - V
VCC(A)=VCC(B)=1-65V
lo=-9mA,
’ 1.75 - - V
VCC(A)=VCC(B)=2-3V
lo=-12mA,
! 2.3 - - V
VCC(A)=VCC(B)=3-OV
l0=100UA; ) )
VCC(A)=VCC(B)=O-8V to 3.6V 0.1 v
lo=3mA;
! - - 0.25 V
Veew?=Veee=1.1V
lo=6mA;
. ! - - 0.35 \Y/
LOW-level V=V, or Veew?=Veee=1.4V
output VoL
voltage Vie 1o=8mMA;
- - 0.45 V
VCC(A):VCC(B):]..GE)V
10=9MA,
! - - 0.55 V
VCC(A):VCC(B):2-3V
10=12mA;
' - - 0.7 \Y/
VCC(A):VCC(B)=3-OV
input : T\ .
DIR input; V=0V or 3.6V;
leakage I - - #5 UA
ot ! Veew=Veee=0.8V t0 3.6V
V=0.49V;
' 15 - - UA
VCC(A)=VCC(B):1-4V
V,=0.58V;
bus hold 3 VCC(A):IVCC(B):1.65V 25 i i UA
LOW lw. | AorB port™ ——
current Vi=0.70V; 45 - - uA
Veew=Veer=2-3V
V,=0.80V;
' 90 - - UA
VCC(A):VCC(B):3-OV
V=091V,
' -15 - - UA
VCC(A):VCC(B):1-4V
V=1.07V,
bus hold , VCC(A):IVCC(B):]--GSV -25 - - uA
HIGH lgws | AorBport ——
current Vi=1.60V; -45 - - UuA
VCC(A):VCC(B):2-3V
V,=2.00V;
' -100 - - UA
VCC(A):VCC(B):3-OV
bus hold VCC(A)=VCC(B)=1-6V 125 - - uA
LOW [5] Vcc(A)=Vcc(B)=l.95V 200 - - uA
. | AorB
overdrive BHLO or B port VCC(A)=VCC(B)=2-7V 300 - - uA
current VCC(A)=VCC(B)=3-6V 500 - - uA
bus hold VCC(A)=VCC(B)=1-6V -125 - - uA
HIGH [6] VCC(A)=VCC(B)=1-95V -200 - - uA
. | AorB
overdrive BHHO or B port VCC(A)=VCC(B)=2-7V -300 - - uA
current VCC(A)=VCC(B)=3-6V -500 - - uA
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OFF-state
A or B port; Vo=0V or Vcco;
output loz MRV : : 5 | uA
current cerwTveeE T '
A port; V| or Vo=0V to 3.6V;
p::)evgli;-(;eff | VCC(A)=OV; VCC(B)=0-8V to 3.6V ) ) 435 UA
OFF i _ .
current B port; V, or Vo=0V to 3.6V; ) ) 435 UA
VCC(B)=0V; VCC(A)=0.8V to 3.6V
VCC(A)=0.8V to 3.6V, _ _
Vees)=0.8V 10 3.6V 115 ] uA
A port; _ .
V=0V or Vcgi; V\C/C(N‘fbi\/’ - - 11.5 uA
10=0A ceE)”
Veeny=0V;
-8 - - UA
VCC(B):B.GV
ot || Vetsessy | | w
current ce . cCe)~Y- :
B port; Veen=3.6V;
V=0V or Vcg; cewT o -8 - - uA
l0=0A Veee=0V
Veeny=0V;
- - 115 uA
VCC(B):S.GV
A plUS B port (ICC(A)+ICC(B));
10=0A;V,=0V or Vcci; = - 23 uA
VCC(A):O.SV to 3.6V;VCC(B):O.8V to 3.6V
Note:

[1] Vcco is the supply voltage associated with the output port.

[2] Ve is the supply voltage associated with the data input port.

[3] The bus hold circuit can sink at least the minimum low sustaining current at ;. max.
IgnL should be measured after lowering V, to GND and then raising it to V,_ max.

[4] The bus hold circuit can source at least the minimum high sustaining current at V4 min.
Ignn should be measured after raising V, to V¢ and then lowering it to V4 min.

[5] An external driver must source at least g0 to switch this node from LOW to HIGH.

[6] An external driver must sink at least IgyHo to switch this node from HIGH to LOW.

[7] For 1/O ports, the parameter oz includes the input leakage current.

3.3.4. AC Characteristics 1
(Tams=25"C, Vieewy=0.8V, voltages are referenced to GND (ground=0V), unless otherwise specified)™!”

s Vcc B .

Parameter Symbol | Conditions 0av | 12v | 15v (1).8V 25V | 33V Unit
oropagation delay ” AtoB 15.8 8.4 8.0 8.0 8.7 95 ns
Bto A 15.8 12.7 12.4 12.2 12.0 11.8 ns
disable time i DIRto A 12.2 12.2 12.2 12.2 12.2 12.2 ns
DIRto B 11.7 7.9 7.6 8.2 8.7 10.2 ns
enable time . DIRto A 27.5 20.6 20.0 20.4 | 20.7 22.0 ns
DIRto B 28.0 20.6 20.2 20.2 20.9 21.7 ns

Note:

[1] toq is the same as tp 1 and tpyy; tais is the same as tp z and tprz; ten is the same as tpz and tpz.

[2] ten is a calculated value using the formula shown in Section 5.4
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3.3.5. AC Characteristics 2
(Tamp=25C, Vee@=0.8V, voltages are referenced to GND (ground=0V), unless otherwise specified)™

. Vcc(/_\) R

Parameter Symbol | Conditions 08V 1 12v 115V | 18V | 25V [ 33V Unit
oropagation delay b AtoB 158 | 127 | 124 | 122 | 120 | 118 ns
Bto A 15.8 8.4 8.0 8.0 8.7 9.5 ns
disable time e DIRto A 12.2 4.9 3.8 3.7 2.8 3.4 ns
DIRto B 11.7 9.2 9.0 8.8 8.7 8.6 ns
enable time . DIRto A 275 | 176 | 170 | 168 | 174 | 181 ns
DIRto B 280 | 176 | 16.2 | 159 | 148 | 152 ns

Note:

[1] tpq is the same as tpi and tpy; Lyis iS the same as tpy z and teyz; tey is the same as tpz and tpzy.
[2] ten is a calculated value using the formula shown in Section 5.4

3.3.6. AC Characteristics 3

(Tamb=25C, Vce@)=Veew)=0.8V, voltages are referenced to GND (ground=0V), unless otherwise
specified)!!l?

Veen and Vece

Parameter | Symbol Conditions 08V | 12v [ 15V | 1.8V | 25V [ 33V Unit
A port: (direction A to B);
_power B port: (direction B to A) ! 2 2 2 2 2 PF
dissipation Cep ———— :
capacitance A port: (direction B to A); 9 11 11 12 14 17 oF

B port: (direction A to B)

Note:
[1] Cpp is used to determine the dynamic power dissipation (Pp in uW).
Po=Cpp>XV/cc? X >XN+X(Cp V> >f,) where:
fi=input frequency in MHz;
fo=output frequency in MHz;
C_=load capacitance in pF;
Vcc=supply voltage in V;
N=number of inputs switching;
T(CL/cc?>f,) = sum of the outputs.
[2] fi=10MHz; V|\=GND to V¢c; t=t=1ns; C,=0pF; R =c0Q.
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Number:AiP74AVCH2T45-AX-LJ-HOO3EN

Tab: 835-12

rev:B3

3.3.7. AC Characteristics 4
(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified)!?

Ve
Parameter | Symbol | Conditions | 1.2V#).1V 15v#.1vV | 1.8v#0.15V | 2.5VH).2V 3.3v#).3V | Unit
Min. | Max. | Min. \ Max. | Min. \ Max. | Min. | Max. | Min. \ Max.

Veew=1.1V to 1.3V
propagation ¢ AtoB 1.0 9.0 0.7 6.8 0.6 6.1 0.5 5.7 0.5 6.1 ns
delay Pd Bto A 1.0 | 90 | 08 | 80 | 07 | 7.7 | 06 | 72 | 05 | 71 ns
disable time o DIRtoA | 22 | 88 | 22 | 88 | 22 | 88 | 22 | 88 | 22 | 88 ns
DIRto B 22 | 84 | 18 | 67 | 20 | 69 | 1.7 | 62 | 24 | 72 ns
enable time . DIR to A - 17.4 - 14.7 - 14.6 - 13.4 - 143 | ns
DIRto B - 17.8 - 15.6 - 14.9 - 145 - 149 | ns

Veew=1.4V to 1.6V
propagation i AtoB 1.0 8.0 0.7 54 0.6 4.6 0.5 3.7 0.5 3.5 ns
delay pd Bto A 10 | 68 | 08 | 54 | 07 | 512 | 06 | 47 | 05 | 45 | ns
disable fime G DIR to A 16 | 63 | 16 | 63 | 16 | 63 | 16 | 63 | 1.6 | 6.3 ns
DIR to B 20 | 76 | 1.8 | 59 | 16 | 60 | 1.2 | 48 | 1.7 | 55 ns
enable time . DIRto A - 14.4 - 11.3 - 11.1 - 9.5 - 100 | ns
DIR to B - 14.3 - 11.7 . 10.9 - 10.0 - 9.8 ns

Veea)=1.65V to 1.95V

propagation . AtoB 10 | 77 | 06 | 51 | 05 | 43 | 05 | 34 | 05 | 3.1 ns
delay pd Bto A 10 | 61 | 07 | 46 | 05 | 44 | 05 | 39 | 05 | 37 ns
disable fime . DIRto A 16 | 55 | 16 | 55 | 16 | 55 | 16 | 55 | 1.6 | 55 ns
DIR to B 18 | 78 | 18 | 57 | 14 | 58 | 1.0 | 45 | 15 | 5.2 ns
enable time . DIR to A - 13.9 - 10.3 - 10.2 - 8.4 - 8.9 ns
DIR to B - 13.2 - 10.6 - 9.8 - 8.9 - 8.6 ns

Veen)=2.3V t0 2.7V
propagation ¢ AtoB 1.0 7.2 0.5 4.7 0.5 3.9 0.5 3.0 0.5 2.6 ns
delay pd Bto A 1.0 | 57 | 06 | 38 | 05 | 34 | 05 | 30 | 05 | 28 ns
disable time . DIR to A 15 | 42 | 15 | 42 | 15 | 42 | 15 | 42 | 15 | 42 ns
DIRto B 17 | 73 | 20 | 52 | 15 | 51 | 06 | 42 | 11 | 48 ns
enable time . DIR to A - 13.0 - 9.0 - 8.5 - 7.2 - 7.6 ns
DIRto B - 11.4 - 8.9 - 8.1 - 7.2 - 6.8 ns

Veen=3.0V to 3.6V
propagation . AtoB 1.0 | 71 | 05 | 45 | 05 | 37 | 05 | 28 | 05 | 24 ns
delay pd Bto A 10 | 61 | 06 | 36 | 05 | 31| 05| 26 | 05| 24 | ns
disable time . DIR to A 15 | 47 | 15 | 47 | 15 | 47 | 15 | 47 | 15 | 47 ns
DIRto B 1.7 | 72 | 07 | 55 | 06 | 55 | 07 | 41 | 17 | 47 ns
enable time . DIR to A - 13.3 - 9.1 - 8.6 - 6.7 - 7.1 ns
DIR to B - 11.8 - 9.2 - 8.4 - 75 - 7.1 ns

Note:

[1] tpq is the same as tpi and tpy; Lyis iS the same as tp z and tez; ten is the same as tpz and tpzy.
[2] ten is & calculated value using the formula shown in Section 5.4
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Number:AiP74AVCH2T45-AX-LJ-HOO3EN

Tab: 835-12

rev:B3

3.3.8. AC Characteristics 5
(Tamp=-40°C to +105°C, voltages are referenced to GND (ground=0V), unless otherwise specified)™?!

Ve
Parameter | Symbol | Conditions | 1.2V#).1V 15v#.1vV | 1.8v#0.15V | 2.5VH).2V 3.3v#).3V | Unit
Min. | Max. | Min. \ Max. | Min. \ Max. | Min. | Max. | Min. \ Max.

Veew=1.1V to 1.3V
propagation ¢ AtoB 1.0 9.9 0.7 7.5 0.6 6.8 0.5 6.3 0.5 6.8 ns
delay pd Bto A 1.0 | 99 | 08 | 88 | 07 | 85 | 06 | 80 | 05 | 79 ns
disable time o DIRtoA | 22 | 97 | 22 | 97 | 22 | 97 | 22 | 97 | 22 | 97 ns
DIR to B 22 | 92 | 18 | 74 | 20 | 76 | 1.7 | 69 | 24 | 80 ns
enable time . DIR to A - 19.1 - 16.2 - 16.1 - 14.9 - 159 | ns
DIR to B - 19.6 - 17.2 - 16.5 - 16.0 - 165 | ns

Veew=1.4V to 1.6V
propagation i AtoB 1.0 8.8 0.7 6.0 0.6 51 0.5 4.1 0.5 3.9 ns
delay pd Bto A 10 | 75 | 08 | 60 | 07 [ 57 | 06 | 52 | 05 | 50 | ns
disable fime . DIR to A 16 | 70 | 16 | 70 | 16 | 70 | 16 | 7.0 | 16 | 70 ns
DIR to B 20 | 83 | 18 | 65 | 16 | 66 | 1.2 | 53 | 1.7 | 6.1 ns
enable time . DIRto A - 15.8 - 12.5 - 12.3 - 10.5 - 11.1 | ns
DIR to B - 15.8 - 13.0 . 12.7 - 11.1 - 109 | ns

Veea)=1.65V to 1.95V

propagation . AtoB 10 | 85 | 06 | 57 | 05 | 48 | 05 | 38 | 05 | 35 ns
delay pd Bto A 10 | 68 | 07 | 51 | 05 | 49 | 05 | 43 | 05 | 4.1 ns
disable fime . DIRto A 16 | 61 | 16 | 61 | 16 | 61 | 16 | 61 | 16 | 6.1 ns
DIR to B 18 | 86 | 18 | 63 | 14 | 64 | 10 | 50 | 1.5 | 58 ns
enable time . DIR to A - 15.4 - 114 - 11.3 - 9.3 - 9.9 ns
DIR to B - 14.6 - 11.8 - 10.9 - 9.9 - 9.6 ns

Veen)=2.3V t0 2.7V
propagation ¢ AtoB 1.0 8.2 0.5 5.2 05 4.3 0.5 3.3 0.5 29 ns
delay pd Bto A 1.0 | 63 | 06 | 42 | 05 | 38 | 05 | 33 | 05 | 3.1 ns
disable time . DIR to A 15 | 47 | 15 | 47 | 15 | 47 | 15 | 47 | 15 | 47 ns
DIR to B 17 | 80 | 20 | 58 | 15 | 57 | 06 | 47 | 1.1 | 53 ns
enable time . DIRto A - 14.3 - 10.0 - 9.5 - 8.0 - 8.4 ns
DIRto B - 12.7 - 9.9 - 9.0 - 8.0 - 7.6 ns

Veea)=3.0V to0 3.6V
propagation . AtoB 1.0 | 79 | 05 | 50 | 05 | 41 | 05 | 31 | 05 | 27 ns
delay pd BtoA 10 | 68 | 06 | 40 | 05 | 35 | 05 | 29 | 05 | 27 ns
disable time . DIRto A 15 | 52 | 15 | 52 | 15 | 52 | 15 | 52 | 15 | 5.2 ns
DIRto B 1.7 | 79 | 07 | 61 | 06 | 61 | 07 | 46 | 17 | 52 ns
enable time . DIR to A - 14.7 - 10.1 - 9.6 - 75 - 7.9 ns
DIR to B - 13.1 - 10.2 - 9.3 - 8.3 - 7.9 ns

Note:

[1] tpq is the same as tpi and tpy; Lyis iS the same as tp z and tez; ten is the same as tpz and tpzy.
[2] ten is & calculated value using the formula shown in Section 5.4
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4. Testing Circuit
4.1, AC Testing Circuit

tw
Vi
negative 90%
pulse VM M
oV 10%
J tf L tr ~—
%‘ tr r tf [=—
v 90%
positive
pulse . VM VM
oV 10%
tw
VEXT
Vcc
RL
Vi Vo
G
I DUT J_
RT l CL U RL
77 77
R, =Load resistance.
C_=Load capacitance including jig and probe capacitance.
Rr=Termination resistance.
Vexr=External voltage for measuring switching times.
Figure 3. Test circuit for measuring switching times
4.2, Test Data
Supply voltage Input Load VexT
Veen) Vee) i At/AVY Cp Ry toLr, torL | tez, tohz | tezu, torz)
1.1V to 1.6V Vel <1.0ns/V 15pF 2kQ open GND 2Veeo
1.65V to 2.7V Ve <1.0ns/V 15pF 2kQ open GND 2Vcco
3.0V to 3.6V Vel <1.0ns/V 15pF 2kQ open GND 2Vcco
Note:
[1] Ve is the supply voltage associated with the data input port.
[2] dV/dt>1.0V/ns
[3] Vcco is the supply voltage associated with the output port.
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ND
OH

*VM
G
— tPHL tPLH
Vv
nB,nA output VM
VoL

VoL and Voy are typical output voltage levels that occur with the output load.
Figure 4. The data input (nA, nB) to output (nB, nA) propagation delay times

4.3, AC Testing Waveforms
Vi

nA,nB input

Vi [ \
DIR input M \
GND
—tPLZ— —tPzL
Vceo
output
LOW-to-OFF / Vi
OFF-to-LOW /o, VX
— tPHZ —] —tPZH—~

V
output Y VY /
HIGH-to-OFF ] VM

OFF-to-HIGH GND

outputs outputs outputs
enabled disabled enabled

VoL and Vo are typical output voltage levels that occur with the output load.
Figure 5. 3-state enable and disable times

4.4, Measurement points

Supply voltage Inputt™ Output™
Veeny Veep) Vm Vm Vx Vy
1.1V to 1.6V 0.5V 0.5Vcco Vo, +0.1V Vou-0.1V
1.65V to 2.7V 0.5Vcc 0.5Vcco Vo +0.15V Vou-0.15V
3.0V to 3.6V 0.5V 0.5Vceo Vo, +0.3V Von-0.3V
Note:

[1] Ve is the supply voltage associated with the data input port.
[2] Vcco is the supply voltage associated with the output port.
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5. Typical Application Circuit And Application Note

5.1, Unidirectional logic level-shifting application
The circuit given in Figure 6 is an example of the AiP74AVCH2T45 being used in an unidirectional logic
level-shifting application.

Vccl Vce2
Vccel Ve - Vce(B) Vcez2
11 Q | 8 |
(2] 7118
23] s
GNDE 5 DIR
Vcc1 Vce2
77
system-1 system-2

Figure 6. Unidirectional logic level-shifting application

Unidirectional logic level-shifting application

Pin Name Function Description
1 Ve Vel supply voltage of system-1 (0.8V to 3.6V)
2 1A OuUT1 output level depends on V¢¢; voltage
3 2A ouT2 output level depends on V¢c; voltage
4 GND GND device GND
5 DIR DIR the GND (LOW level) determines B port to A port direction
6 2B IN2 input threshold value depends on V¢, voltage
7 1B IN1 input threshold value depends on V¢, voltage
8 Veew) Ve supply voltage of system-2 (0.8V to 3.6V)
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5.2, Bidirectional logic level-shifting application

Figure 7 shows the AiP74AVCH2T45 being used in a bidirectional logic level-shifting application. Since
the device does not have an output enable (OE) pin, the system designer should take precautions to avoid
bus contention between system-1 and system-2 when changing directions.

Veel Vccl Vcce2 Vee?

/O-1 VCC(A)E Q EVCC(B) I/O-2
<h 1AE 71 1B
A3 6 28 [
%>J GND - 5 IDIR L<F

DIR CTRL
J7 77 77
system-1 system-2

Figure 7. Bidirectional logic level-shifting application

Table 1 gives a sequence that will illustrate data transmission from system-1 to system-2 and then from
system-2 to system-1.
Table 1. Bidirectional logic level-shifting application™™

State | DIR CTRL 1/0-1 1/0-2 Description
1 H output input | system-1 data to system-2
system-2 is getting ready to send data to system-1.
2 H Z Z 1/0-1 and 1/O-2 are disabled.

The bus-line state depends on bus hold.
DIR bit is set LOW. I/O-1 and I/O-2 still are disabled.

3 L z n The bus-line state depends on bus hold.
4 L input output | system-2 data to system-1
Note:

[1] H=HIGH voltage level;
L=LOW voltage level;
Z=high-impedance OFF-state.
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5.3+ Power-up considerations

The device is designed such that no special power-up sequence is required other than GND being applied
first.

Table 2. Typicaltotal supply current (Icca) + lcce)

VCC B -
Veew oV 0.8V 1.2V 1.5\(/) 1.8V 2.5V 3.3V Unit
oV 0 0.1 0.1 0.1 0.1 0.1 0.1 uA
0.8V 0.1 0.1 0.1 0.1 0.1 0.7 2.3 uA
1.2V 0.1 0.1 0.1 0.1 0.1 0.3 1.4 uA
15V 0.1 0.1 0.1 0.1 0.1 0.1 0.9 uA
1.8V 0.1 0.1 0.1 0.1 0.1 0.1 0.5 uA
2.5V 0.1 0.7 0.3 0.1 0.1 0.1 0.1 uA
3.3V 0.1 2.3 1.4 0.9 0.5 0.1 0.1 uA

5.4, Enable times

The enable times for the AiP74AVCH2T45 are calculated from the following formulas:

* ten (DIR to NA) = tgs (DIR to nB) + tyq (NB to nA)

* ten (DIR to NB) = tyis (DIR to nA) + t,g (NA to nB)

In a bidirectional application, these enable times provide the maximum delay from the time the DIR bit is
switched until an output is expected. For example, if the AiP74AVCH2T45 initially is transmitting from A
to B, then the DIR bit is switched, the B port of the device must be disabled before presenting it with an
input. After the B port has been disabled, an input signal applied to it appears on the corresponding A port
after the specified propagation delay.
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6. Package Information
6.1, TSSOPS8

|—  —

I
—_— g Aq B (Aq)
;::n1ndl;m ¥ ,{
| : O
| - L |' 7
If - —
1 !I:l H4 detall X
E| - "Ibp th{w &)
unT | AL A [ A | A | bp | e |DMED | e [He | L[ v [ w |y [20] 6
0.15 | 095 038 | 048 | 31 | 31 4.1 0.47 070 | 8*
M1 o0 | 075 | %% |o22 | oos | 20 | 20 | %% | a0 | 95 |oaa| %2 |91 07 |oas | o
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6.2 VSSOPS8
—.—A—--
D - Al =
i— I%‘:T 5 A2 = [via[A]
Q| = * CONTROLLING DIMENSION : MM
1 HHH —V
— T SYMBOL MILLIMETER
MIN. | NOM. | MAX.
A |——=|-==]1.00
i} u Al | 0.00|-—=]0.15
Pin 1 jndex 1 A2 | 0.60|0.75|0.85
@ A3 | ———|012]-—-
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i i H 0.17 |0.22 | 0.27
I;‘:‘ Hj ':‘ % ¢ |0.08|---|023
—l——b(8x)
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£ 2.20 |2.30 | 2.40
TOP VIEW SIDE VIEW HE | 3.00(3.10 | 3.20
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- L 0.40 bsc
S
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[ [ LT v |[-—-]o.20]-—
i — T | \_ 7 w | -——|0.08|——-
\ ! z 0.10 | === 0.40
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SIDE VIEW
NOTES
1.0 COPLANARITY APPLIES TO LEADS, CORNER LEADS AND
DIE ATTACH PAD.
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7. Statements And Notes

7.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | Hexaval Polybro .
Lead . Butylbe .
and y and ;l#]rg ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur | 20 | chromiu | minated | d phthala | ol Iy tyl
lead y m biphenyl | biphen | t© te yhth | | Phthala
compou | compo | UM compoun| s yl phthala |
nds unds comp s ethers e
ounds
Lead
O o o) o o o o [e) o o
frame
Plastic
. [} (@] [0} (@] @] (@] (@] o (@] o
resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed
o: Indicates that the content of hazardous substances or elements in the detection limit
explanatio of the following the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.
7.2~ Notion
Recommended carefully reading this information before the use of this product;
The information in this document are subject to change without notice;
This information is using to the reference only, the company is not responsible for any loss;
The company is not responsible for the any infringement of the third party patents or other rights of
the responsibility.
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