
PRODUCT DATA SHEET

To learn more about JGSEMI, please visit our website at

Please note: Please check the JINGAO Semiconductor website to verify the updated device numbers. The most current 
and up-to-date ordering information can be found at www.jg-semi.cn. Please email any questions regarding the system 
integration to JINGAO_questions@jgsemi.com.



Symbol Rating Unit

VDSS -40

VGSS ±20

TJ 150 °C

TSTG -55 to 150 °C

IS TA=25°C -1.2 A

IDP

① TA=25°C -20 A

TA=25°C -5

TA=70°C -4

TA=25°C 1.25

TA=70°C 0.8

RqJC - °C/W

RqJA

③ 100 °C/W

EAS

④ TBD mJ

Maximum Junction Temperature

Storage Temperature Range

Thermal Resistance-Junction to Case

Drain-Source Avalanche Ratings

Avalanche Energy, Single Pulsed

Diode Continuous Forward Current

300μs Pulse Drain Current Tested

Continuous Drain Current(VGS=-10V)

Maximum Power Dissipation

Mounted on Large Heat Sink

ID
② A

PD W

Thermal Resistance-Junction to Ambient

Parameter

Common Ratings (TA=25°C Unless Otherwise Noted)

• -40V/-5A,
RDS (ON) =30mΩ(Typ.)@VGS=-10V

RDS (ON) =40mΩ(Typ.)@VGS=-4.5V

• Low RDS (ON)

• Super High Dense Cell Design

• Reliable and Rugged

• Load Switch

Drain-Source Voltage
V

Gate-Source Voltage

Features

Applications

Absolute Maximum Ratings

SOT23-3L
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WST4045
Single P-Channel Advanced Power MOSFET
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Min. Typ. Max.

BVDSS Drain-Source Breakdown Voltage -40 V

-1

TJ=125°C -100

VGS(th) Gate Threshold Voltage -1.1 -1.6 -2.3 V

IGSS Gate Leakage Current ±100 nA

30 35 mΩ

40 50 mΩ

VSD

⑤ Diode Forward Voltage -0.85 -1.2 V

trr Reverse Recovery Time 39 ns

Qrr Reverse Recovery Charge 22 nC

RG Gate Resistance 6 Ω

Ciss Input Capacitance 1415

Coss Output Capacitance 130

Crss Reverse Transfer Capacitance 100

td(ON) Turn-on Delay Time 8

tr Turn-on Rise Time 13

td(OFF) Turn-off Delay Time 30

tf Turn-off Fall Time 12

Qg Total Gate Charge 11

Qgs Gate-Source Charge 3.7

Qgd Gate-Drain Charge 3.2

Notes:

Test Condition
CM4207P

Unit

VDS=VGS, IDS=-250µA

Static Characteristics

VGS=0V, IDS=-250µA

IDSS Zero Gate Voltage Drain Current
VDS=-40V, VGS=0V

µA

VDS=-20V, VGS=-10V,

IDS=-4A

①Pulse width limited by safe operating area.

②Calculated continuous current based on maximum allowable  junction temperature.

③When mounted on 1 inch square copper board, t≤10sec. The value in any given application

depends on the user's specific board design.

④Limited by TJmax , Starting TJ = 25°C.

⑤Pulse test;Pulse width≤300µs, duty cycle≤2%.

⑥Guaranteed by design, not subject to production testing.

Gate Charge Characteristics
⑥

nC

ns

RDS(ON)

⑤ Drain-Source On-state Resistance
VGS=-4.5V, IDS=-3A

Electrical Characteristics (TA=25°C Unless Otherwise Noted)

VDD=-20V, IDS=-4A,

VGEN=-10V,RG=3Ω

ISD=-4A, VGS=0V

ISD=-4A, dlSD/dt=-100A/µs

VGS=0V,VDS=0V,F=1MHz

VGS=0V,

VDS=-20V,

Frequency=1.0MHz
pF

Dynamic Characteristics
⑥

VGS=±20V, VDS=0V

VGS=-10V, IDS=-4A

Diode Characteristics

Symbol Parameter

WST4045
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Typical Characteristics
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-VGS - Gate-Source Voltage (V)
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Square Wave Pulse Duration (sec)

Thermal Transient Impedance

Single Pulse

Duty=0.5, 0.2, 0.1, 0.05, 0.02, 0.01, Single Pulse

RθJA=100°C/W
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Typical Characteristics
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-VDS - Drain-Source Voltage (V)

Output Characteristics
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-ID - Drain Current (A)
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-VSD - Source-Drain Voltage (V)

Source-Drain Diode Forward
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-VDS - Drain-Source Voltage (V)

Capacitance
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Frequency=1.0MHz
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QG - Gate Charge (nC)

Gate Charge

VDS=-20V
IDS=-4A

WST4045

JINGAO Technology Co., Ltd. http://www.jg-semi.cn/

Ver.1.0

Specifications are subject to change without notice



Package Information SOT23-3L

θ

MIN NOM MAX MIN NOM MAX
A 0.950 1.150 1.450 0.037 0.045 0.057
A1 0.000 * 0.150 0.000 * 0.006
A2 0.900 1.100 1.300 0.035 0.043 0.051
b 0.300 0.400 0.500 0.012 0.016 0.020
c 0.080 0.150 0.200 0.003 0.006 0.008
D 2.800 2.925 3.050 0.110 0.115 0.120
E 1.500 1.600 1.750 0.059 0.063 0.069
E1 2.650 2.800 3.000 0.104 0.110 0.118
e
e1 1.800 1.900 2.000 0.071 0.075 0.079
L 0.300 0.450 0.600 0.012 0.018 0.024

θ 0° 4° 8° 0° 4° 8°

MM INCH

0.950 BSC 0.037 BSC

SYMBOL

WST4045
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Switching Time Test Circuit and Waveforms

Diode Recovery Test Circuit and Waveforms

Gate Charge Test Circuit and Waveform

Avalanche Test Circuit and Waveforms

WST4045
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Attention

1, Any and all JGSEMI products described or contained herein do not have specifications that can handle applications 
that require extremely high levels of reliability, such as life support systems, aircraft's control systems, orother applic 
ations whose failure can be reasonably expected to result in serious physical or material damage.  Consult with your  
JGSEMI representative nearest you before using any JGSEMI products described or contained herein in such applicati 
ons.

2,JGSEMI assumes no responsibility for equipment failures that result from using products at values that exceed,   
even momentarily, rated values (such as maximum ratings, operating condition ranges, or other parameters) listed in  
products specifications of any and all JGSEMI products described or contained herein.

3, Specifications of any and all JGSEMI products described or contained herein stipulate the performance, characteri 
stics, and functions of the described products in the independent state, and are not guarantees of the performance,  
characteristics, and functions of the described products as mounted in the customer’s products or equipment. Tover 
ify symptoms and states that cannot be evaluated in an independent device, the customer should always evaluate an 
d test devices mounted in the customer’s products or equipment.

4,In the event that any or all JGSEMI products(including technical data, services) described or contained herein are  
controlled under any of applicable local export control laws and regulations, such products must not be exported wit 
hout  obtaining the export license from the authorities concerned in accordance with the above law.

5, No part of this publication may be reproduced or transmitted in any form or by any means, electronic or mechanic 
al, including photocopying and recording, or any information storage or retrieval system, or otherwise, without the pr 
ior  written permission of JGSEMI Semiconductor CO., LTD.

6, Any and all information described or contained herein are subject to change without notice due to product 
technology improvement,etc. When designing equipment, refer to the "Delivery Specification" for the JGSEMI produ 
ct that you Intend to use.
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